
SBS Styrene-Butadiene-Styrene

Grade Structure

Toluene 

solution 

viscosity 

5,23% at 

25˚С, cSt

Volatile 

matter

Ash content, 

%: 

- calcium 

stearate 

- silica 

Content of 

bound 

styrene , % 

Recommended applications Key features

SBS L30-01A linear 14±5 

(5120 cP 

Viscosity 

25% Toluene 

solution)

≤ 0,5 0,1-0,3 

0,4-0,7 

 28,5-31,5 Road and roofing bitumen modification, 

plastics modification, in TPE 

compounding, in mastics and protective 

coatings, adhesives 

High structural performance of 

bituminous products, good fracture 

strength, good rutting resistance, 

excellent produce

SBS R30-00A radial 26±4 ≤ 0,5 0,05-0,3 

0,3-0,6 

28,5-31,5 Road and roofing bitumen modification, 

plastics modification, in TPE 

compounding, in mastics and protective 

coatings, adhesives 

High structural performance of 

bituminous products, good fracture 

strength, good rutting resistance, 

excellent produce

DST L 30-01 linear 14±5 ≤ 0,5 ≤ 0,3 

≤ 1,0 

28,5-31,5 Road and roofing bitumen modification, 

plastics modification, in TPE 

compounding, in mastics and protective 

coatings, adhesives 

High structural performance of 

bituminous products, good fracture 

strength, good rutting resistance, 

excellent produce ability 

DST R 30-00 radial 25±10 ≤ 0,5 ≤ 0,3 

≤ 1,0 

28,5-31,5 Road and roofing bitumen modification, 

plastics modification, in TPE 

compounding, in mastics and protective 

coatings, adhesives 

High heat resistance, high cold 

bend, good stress-strain 

performance, good processability 

SBS L 7420 linear  ≤ 0,5 ≤ 0,3 

≤ 1,2 

38,5-41,5 Mainly for plastic modification, 

adhesives (HMA), asphalt modification, 

elastic compound, shoe soles. 

High transparency, high tensile 

strength, Excellent low temperature 

properties 

SBS R 35-00 radial  ≥22  ≤ 0,5 ≤ 0,3 

≤ 1,0 

33,5-35,0 Road and roofing bitumen modification, 

plastics modification, in TPE 

compounding. May be use in hot 

regions. 

Excellent heat resistance, good cold 

bend, good stress-strain 

performance, good processability 

SBS L30-01 K linear  14±5 ≤ 0,8 ≤ 0,3 

≤ 1,3 

28,0-32,0 Mainly for plastic modification, 

adhesives (HMA), compounds 

High thermomechanical stability, 

UV resistance, excellent stress-

strain performance, abrasion, tear 

resistance 

SBS L 7322 linear  ≤ 0,5 ≤ 0,3 

≤ 1,2 

 27,5-30,5 Mainly for plastic modification, 

adhesives (HMA), asphalt modification, 

elastic compounds, shoe soles.

Good solubility in common 

adhesive solvent and non-polar 

solvent. 

SBS Crumbs


